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Product name: 

 

 

MAX PRO 23 Power-Bond  

 

 

Product description: 

 

MAX PRO 23 Power-Bond is a ‘one-component’ permanently elastic  

high-tack adhesive based on MS polymers for professional use. 

 

 

Properties: 

 

 

 very high initial tack  

 100% guarantee on natural stone 

 good adhesion without primer on practically all, even damp 

surfaces 

 silicon-, isocyanate- and solvent-free 

 shrink-resistant permanently elastic without blistering 

 not corrosive on different metals 

 for internal and external use 

 high mechanical resistance, high movement absorption 

 fast build up of its internal strength 

 UV- and weather-resistant 

 

 

Application: 

 

 

 for all standard bonding applications in construction with most 

traditional building materials. (Including stone, natural stone, 

concrete, mirrors, glass, plaster, PU, PVC, synthetics, copper, lead, 

zinc, stainless steel, aluminium, tin, wood, etc.) 

 for bonding drain pipes, moulding, cable ducts, skirting, sheet 

material, hardboard, chipboard, ceiling panels, decorative and 

acoustic panels 

 bonding of concrete, plaster, ceramics, tiles, glass, synthetics, PVC, 

aluminium, many insulation materials, with the exception of PS and 

XPS, etc.  

 

 

Packaging: 

 

 

Cartridges: 

 

 

290 ml 

 

Outer boxes: 

 

 

20 tubes per box 

 

Colours  

 

black and white  
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Technical information: 
 

 

MAX PRO 23 Power-Bond 

  

Consistency  

Density 

Flow resistance 

Volume loss 

Shore-A hardness 

Modulus 100% 

Elongation at break  

Initial tack  

Tensile strength 

Shear strength 

Temperature resistance 

Max. movement allowance 

UV-resistance 

Application temperatures 

Open time  

Curing speed 

Shelf life 

 

elastic MS Polymer 

1.35 g/ml   

does not run 

does not shrink 

60 ° (DIN 53505) 

approx. 2.5 N/mm² (ISO 37) after curing 

> 200 % (ISO 37) after curing 

0.2 N/cm² 

approx. 3.0 N/mm² (ISO 37) after curing 

approx. 2.8 N/mm² (DIN 53283) after curing 

-40 °C to +100 °C, temporarily +180 °C (max. 30 min.) 

20% after curing 

very good 

+5 °C to +35 °C 

10 – 15 minutes 

2 - 3 mm/24 hours 

min. 18 months in unopened original packaging stored 

dry between +5 °C and +25 °C 
 

 

Processing: 

 

 

Surface:  

 the surface must be solid and sufficiently firm 

 the surface does not have to be completely dry (slightly moist) 
 

Pre-treatment:  

 the materials to be bonded must be clean and free of dust and 

grease 

 degrease with MAX PRO 51 Power-Clean Spray 
 

Application:  

 apply MAX PRO 23 Power-Bond to the surface or the part to be 

bonded in beads with the V-shaped nozzle supplied 

 It is recommended to leave a space of 1 to 2 mm between the 

parts to be bonded so the adhesive can accommodate 

deformation (particularly of importance in exterior applications or in 

humid conditions). 
 

Open time :   

 Apply the part to be bonded as quickly as possible and no later 

than within 15 minutes. The speed of curing depends on the 

temperature and relative air humidity.  

 The material can now still be adjusted, then press firmly  
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Adhesion:  

 

 excellent adhesion to just apx. all surfaces usually without primer 

 not for expansion joints - swimming pools and continuous water 

loads 

 clean hands after use with MAX PRO 54 Ultra-Cleaning Tissues 

 

 

Safety sheet: 

 

 

Available on request 

 

Cleaning: 

 

 non-cured adhesive:   MAX PRO 51 Power-Clean Spray. 

 cured adhesive:           Mechanically 

 hands:                            MAX PRO 54 Ultra-Cleaning Tissues   

 

 

Misc: 

 

 not suitable for bitumen, PE-PTFE, PP, PC and PMMA 

 avoid contact of fresh adhesive with cleaning agents and solvents 

 With application in spaces with little or no daylight slight yellowing is 

possible. This can also be caused by contact with chemical fumes, 

solvents or cleaning agents, specifically during curing. 

 unsuitable for aquariums or on PMMA, PE, PP, Teflon®, rubber, 

bituminous and wax or paraffin bearing surfaces 

 it is always recommended to test adhesion and compatibility 

beforehand 

 

 

Liability: 

 

The information provided is the result of our tests and experience and is 

of a general nature. It does, however, involve no liability. It is the 

responsibility of the user to establish by his own tests whether the 

product is suitable for the application. 

 

 

Guarantee: 

 

 

 

D-MAX bvba guarantees that its product conforms with the 

specifications during the shelf life. Liability can never amount to more 

than determined in our general conditions of sale. Under no 

circumstances is the seller liable for any consequential damage. 

 

(*) it is advised to carry out a compatibility and/or adhesion test beforehand. 


