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Product name: 

 

 

MAX PRO 42 Power-Foam B1 

 
 

 

Product description: 

 

 

MAX PRO 42 Power-Foam B1 is a modified one component, 

immediately useable fire-retardant polyurethane foam.  

 

 

Properties: 

 

 professional quality 

 useable from +10 °C to +35 °C 

 temperature resistance from -40 °C to +90 °C 

 fast-curing 

 insulating and filling 

 high yield (approximately 40 litres) 

 tested according to EN1366-4 

 useable in joints up to 30 mm 

 B1 formulation (reaction to fire), fire-retarding, smoke-tight 

and gas-tight 

 easy and quick to apply 

 tack free after 8 to 12 minutes, can be cut after 50-100 

minutes 

 can be accurately dispensed so an extremely high foam 

yield is possible 

 good dimensional stability 

 resistant to heat, water and many chemicals 

 high insulation value, thermal and acoustic 

 excellent adhesive properties on various materials 

 

 

Applications: 

 

 

 specially for the fire-resisting sealing of construction joints  

 filling of joints, walls and cavities (cavity walls, holes in 

concrete, corrugated sheet cavities, etc.) 

 highly suitable for filling adjustment spaces around doors, 

windows, casings in wood, metal, aluminium and many 

synthetic materials 

 prevents thermal bridges and acoustic transfers and insulates 

against cold, heat and air currents 

 sealing of connections to walls, roofs, windows, brickwork, 

ship decks and ceilings 

 perfect for use as pipework insulation  

 is ideally suitable for applications where fire-retardation is 

required, is easily to apply (gluing and plastering) 
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Packaging: 

 

 

Colour: 

 

 

pink 

 

Aerosols: 

 

 

12 per box 

 

Technical information: 

 

 

MAX PRO 42 Power-Foam B1 

 

 

Basic raw material: 

Foam type: 

Number of components: 

Fire class: 

Fire-resistance: 

 

Density: 

Closed cells: 

Yield: 

Coefficient of heat conduction: 

Temperature resistance:  

Application temperature: 

Tack free: 

Can be cut: 

Curing time:  

Shelf life: 

 

polyurethane prepolymer 

NBS 

1 

B1 

60 minutes with a joint 20 mm wide  

(in conformity with EN 1366-4) 

15-20 kg/m3 

± 70% 

35 - 40 litres freely foamed 

30 - 35 mW/m.K (DIN 52612) 

-40 °C to +90 °C 

environment +5 °C to +35 °C, can +10 °C to +30 °C. 

after approx. 8-12 minutes (FEICA TM1014) 

after 50 - 100 minutes (after FEICA TM1005) 

after 50 - 150 minutes (at 23 °C/50% RH) 

In unopened original packaging, between +5 °C and +25 

°C, 18 months after production date.  

Keep can upright to avoid the blockage of the valve. 
 

 

Processing: 

 

 

Surface:  

 Surfaces must be clean and free of dust and grease.  

 If necessary degreasing surfaces with  

MAX PRO 51 Power-Clean Spray.   

 With low air humidity it is advisable to use e.g. a plant 

sprayer to moisten the surface beforehand to optimise 

adhesion and curing.  
 

Preparation:  

 Always use MAX PRO 42 Power-Foam B1 with MAX PRO 

Power-Foam Gun to obtain perfect dispensing. 

 Remove protective cap, screw the can on the MAX 

PRO Power-Foam Gun and shake the can vigorously 

approx. 20 times.  

 Squirt a little foam out to make the gun ready for use. 

 The foam can be accurately dispensed by pulling the 
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 gun trigger more or less and setting the adjusting screw.  

 Always leave the can on the gun.  

 After fitting a new can always briefly pull the trigger so 

the gun fills with fresh foam.  
 

Application:  

 Fill joints for 50%, the foam further fills the joint during 

expansion. With larger joints, apply the foam in a 

number of layers at intervals of 1 to 2 hours.  

 Moisten the layers in the meantime.  
 

Drying time:  

 Tack-free after approx. 10 minutes.  

 Can be moulded after approx. 1 hour.  

 Curing time depends on temperature and air humidity.  
 

Cleaning:   
 Immediately remove fresh foam with  

MAX PRO 52 PU-Foam Cleaner.  

 After curing the excess foam can be removed with a 

knife or trowel. Cured foam can only be mechanically 

removed. Clean hands after use with MAX PRO 54 Ultra-

Cleaning Tissues. 

 
 

Finishing:  

 Cured foam can be simply cut, sawed or sanded. The 

material can then be plastered or filled.  

 MAX PRO Power-Foam B1 cannot be easily painted 

over. 

 

Important recommendations:  

 Wear personal protection equipment.  

 Only use in well ventilated spaces. Do not smoke.   

 Always read the safety sheet before use. 

 

Remark:  

 A part of the propellant is flammable. This has fully 

evaporated 2 to 4 days after application.  

 Is not recommended for applications on surfaces that 

are exposed to water loads or for filling confined 

spaces. Does not adhere to silicone, PTFE, polyethylene, 

polypropylene or greasy or oily surfaces.  

 

 

 

Safety sheet: 

 

 

Available on request  
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Guarantee: 

 

 

 

D-MAX bvba guarantees that its product conforms with the 

specifications during the shelf life. Liability can never 

amount to more than determined in our general conditions 

of sale. Under no circumstances is the seller liable for any 

consequential damage. 

 

 

Liability: 

 

 

The information provided is the result of our tests and 

experience and is of a general nature.  It does, however, 

involve no liability. It is the responsibility of the user to 

establish by his own tests whether the product is suitable for 

the application. 

 

* Always tests beforehand on invisible surfaces. 


