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Product name: 

 

 

MAX PRO 31 Acryl-Flex  

 

 

Product description: 

 

 

MAX PRO 31 Acrylic-Flex is a professional plastic/elastic sealant based 

on acrylic emulsion. 
 

 

Properties: 

 

 

 can be painted over with most paints in construction 

 prevents cracking in the paint 

 prevents migration of the paint on the paint surface 

 temperature resistance from -20 °C to +80 °C 

 processing temperature between +5 °C and +30 °C 
 

 

Applications: 

 

 

Connection joints between: 

 wall, ceiling, skirting, window sills 

 wooden and metal window frames, and concrete and/or brickwork 

 concrete and ceiling elements 

 stairways and walls 

 connecting joints between plasterboard and concrete 

 connecting joints between construction elements 

 wall/ceiling and wall/floor joints 

 shrinkage joints 
 

 

Packaging: 

 

 

Cartridges: 
 

 

310 ml 

 

Outer boxes: 

 

20 tubes per box 
 

 

Technical information: 

 

 

MAX PRO 31 Acryl-Flex  
 

  

Consistency 

Dry content  

Volume shrinkage 

Flow resistance 

Density 

Max. movement allowance 

Temperature resistance 

Application temperature 

Open time  

Curing speed 

Shelf life 

 

Paintable 

Joint width 

 

plastic/elastic 

approx. 85% 

approx. 15% 

< 3 mm (at +20 °C) 

1.6 g/ml  

15% 

-20 °C to +80 °C 

+5 °C to +30 °C 

10 min. (23 °C and 55% relative humidity) 

3 mm/24 h (23 °C and 55% relative humidity) 

min. 18 months in unopened original packaging stored 

dry between +5 and +25°C 

yes  

10 mm 
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Processing: 

 

 

Preparation: 

 Surfaces must always be clean, firm and dry. 

 Degrease surfaces with MAX PRO 51 Power-Clean Spray. 

 good adhesion without primer to most building materials such as 

concrete, stone, plaster, wood, aluminium, fibreboard and hard 

PVC 

 For porous surfaces the mastic can be diluted with water  

to form a brushable primer.  

 

Application:  

 apply MAX PRO 31 Acril-Flex with a MAX PRO professional mastic 

gun for easy processing 

 do not apply below +5 °C 

 take account of the shrinkage of Acryl 

 fill deep joints with cord  

 finish with spatula, putty knife or brush moistened with water 

 

Cleaning:  

 Non-cured Acryl residues can be cleaned with  

MAX PRO 54 Ultra-Cleaning Tissues or water. 

 

Painting over:  

 After curing Acryl is compatible with acrylic dispersion paints and 

alkyd resin coatings.  

 An adhesion test before use is recommended. 

 

 

Safety and transport: 

 

 

See safety sheet  

 

 

Guarantee: 

 

 

 

D-MAX bvba guarantees that its product conforms with the 

specifications during the shelf life.  

Liability can never amount to more than determined in our general 

conditions of sale. Under no circumstances is the seller liable for any 

consequential damage. 

 

 

Liability: 

 

The information provided is the result of our tests and experience and is 

of a general nature. It does, however, involve no liability. It is the 

responsibility of the user to establish by his own tests whether the 

product is suitable for the application. 

 

 

 


