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Product name: 

 

 

MAX PRO 44 Natural PU-Foam  

 
 

 

Product description: 

 

MAX PRO 44 Natural PU-Foam is a one component elastic MDI-free 

assembly and insulation foam. 

 

 

Properties: 

 

 

 professional quality 

 easy to apply 

 useable from +5 °C to +35 °C. 

 tack free after 10 minutes and can be cut after approximately 40 

minutes 

 temperature resistance from -40 °C to +90 °C 

 yield of approximately 20L 

 fire class B2 

 very high noise insulation and very highly airtight PU foam 

 air loss < 100 times the standard 

 no gloves required 

 has low expansion 

 good flow in the joints 

 good non-ageing properties, not UV-resistant  

 is not recommended for applications on surfaces that are exposed 

to water loads or for filling confined spaces 

 

 

Applications: 

 

 

 filling of joints, walls and cavities (cavity walls, holes in concrete, 

corrugated sheet cavities, etc.) 

 assembly of doors, windows, casings etc. in wood, metal, aluminium 

and many synthetic materials 

 prevents thermal and noise transfers and insulates against cold, 

heat and air currents 

 sealing of connections to walls, roofs, windows, brickwork, ship 

decks and ceilings 

 perfect for use as pipework insulation  

 suitable for applications in airtight or passive constructions 
 

 
 

Processing: 

 

 

Surface:  

 must be clean, solid and free of dust and grease 

 if necessary degreasing surfaces with  

MAX PRO 51 Power-Clean Spray 

 always moisten beforehand to optimise adhesion and curing 
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Application: 

 Always shake well before use. 

 Remove the protective cap from the MAX 44 PRO Natural PU-Foam. 

 Fill the joint or cavity for 80%. With larger joints, apply the foam in a 

number of layers at intervals of 1 - 2 hours.  

 Moisten the layers in the meantime.  

 Remove non-cured MAX PRO 44 Natural PU-Foam with                 

MAX PRO 52 Power-Foam Cleaner. 

 Clean hands after use with MAX PRO 54 Ultra-Cleaning Tissues. 
 

Finishing:  

 MAX PRO 44 Natural PU-Foam can be finished, painted over or 

coated with plaster and most acrylic paints.  

 

Transport:  

 Make sure that (during transport) the cans are stored upright and 

sufficiently protected. 

 
 

Packaging: 

 

 

Aerosols: 
 

 

500 ml 

 

Outer boxes: 
 

 

12 per box 

 

Colours  
 

white 
 

 

Technical information: 
 

 

MAX PRO 44 Natural PU-Foam 
 

 
 

Foam type: 

Fire class: 

Closed cells 

Yield 500ml 

Permeability 

Permeability test 

Coefficient of heat conduction: 

Joint noise insulation: 

Density: 

Application temperature (product 

and surface): 

Temperature resistance:  

Tack free: 

Can be cut after: 

Curing time  

Can take loads after: 

Shelf life: 

 

Polyurethane MDI-free 

B2 

± 70% 

19 liters (FEICA TM1003) 

a = 0.00396 m3/h.m @ 650 Pa (EN 1026) 

to 1050 Pa 

30-35 mW/m.K 

63 dB 

20-25 kg/m3 

 

+5 °C to +35 °C (optimally +20 °C) 

-40 °C to +90 °C 

10 - 20 min. 

40 - 100 min. 

50 - 150 min. (at +23 °C/50% RH) 

24 hours 

9 months, keep can upright to avoid the blockage of 

the valve 
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Safety sheet: 

 

 

Available on request  

 

Guarantee: 

 

 

D-MAX bvba guarantees that its product conforms with the 

specifications during the shelf life. Liability can never amount to more 

than determined in our general conditions of sale. Under no 

circumstances is the seller liable for any consequential damage. 

 

 

Liability: 

 

The information provided is the result of our tests and experience and 

is of a general nature.  It does, however, involve no liability. 

It is the responsibility of the user to establish by his own tests whether 

the product is suitable for the application. 

 

 

 (*) it is advised to carry out a compatibility and/or adhesion test beforehand. 

 


