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Product name: 

 

 

MAX PRO 34 Ultra-Seal  

 

 

Product description: 

 

MAX PRO 34 Ultra-Seal is a neutrally curing highly elastic sealant based on 

alkoxy 
 

 

Properties: 

 

 

 very strong sealing on most surfaces in construction and industry 

 sanitary application 

 perfect for sealing joints in all natural stone and soft building materials 

and this without staining or edge migration (bleeding) 

 remains durable, highly elastic and is easy to work with 

 very good UV-resistance and practically odourless 

 high temperature resistance from -50 °C to +120 °C  

 processing temperature between +5 °C and +40 °C 
 

 compliant with standards: 

o EN15651-1 F-EXT-INT-CC 25LM for joint fillers for façade 

elements 

o EN15651-2 G-CC 25LM for glazing joints 

o EN15651-3 S-XS2 for joint fillers in sanitary applications  
 

 

Applications: 

 

 

Sealing and finishing of: 

 joints in all natural stone (marble, granite, Belgian limestone, 

bluestone, etc.) without staining or plasticiser migration 

 joints on highly porous surfaces without use of a primer 

 connection and finishing joints in memorial stones and stones that are 

not painted over  

 connection joints between construction elements (*) 

 joints between construction elements  

 connection joints between window and door frames and façades 

that are not painted over  

 joints in kitchens and sanitary spaces that are not painted over 
 

 

Packaging: 

 

 

Cartridges: 
 

 

310 ml 

 

Outer boxes: 
 

 

20 tubes per box 

 

Colours: 
 

S-2000 Opal 

B-2001 White 

B-2002 Grey 

S-2003 Anthracite 
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Technical information: 
 

 

MAX PRO 34 Ultra-Seal 

  

Consistency:  

Extrudability: 

Flow resistance: 

Density: 

Elongation at break:  

Shore A hardness (3 s): 

Modulus 100%: 

Tensile strength:  

Max. movement allowance 

Shrinkage: 

Temperature resistance: 

UV-resistance: 

Application temperature: 

Skin formation time: 

Curing speed:  

Shelf life: 

 

Frost resistance during 

transport: 

Paintable: 

Joint width: 
 

 

elastic 

130 g/min (diam. 3mm/6.3 bar) 

< 2 mm (ISO7390) 

1.01 g/ml  

530% (DIN53504) 

15 ° (DIN53505) 

0.35 N/mm² (DIN53504) 

0.96 N/mm² (DIN53504) 

25% 

< 5w% 

-40 °C to +120 °C 

very good 

+5 °C to +40 °C (temperature environment and surface) 

approx. 10 minutes (23 °C and 55% RH)  

2 mm/day (23 °C and 5% RH) 

18 months in unopened original packaging stored dry 

between + 5 °C and + 25 °C 

 

to -15 °C  

no 

minimum 6 mm and maximum 25 mm 

 

Processing: 

 

 

Surfaces: 

 must be clean, firm and dry 

 degrease with MAX PRO 51 Power-Clean Spray 

 

Application: 

 use MAX PRO Power-Gun for easy application 

 

Finishing: 

 finish joints with MAX PRO 53 Ultra-Finisher and  

Max PRO Finish-It Pro 

 clean hands with MAX PRO 54 Ultra-Cleaning Tissues 

 an adhesion test before use is recommended 
 
 

 

Safety sheet: 

 

 

available on request 
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Guarantee: 

 

 

 

D-MAX bvba guarantees that its product conforms with the 

specifications during the shelf life. Liability can never amount to more 

than determined in our general conditions of sale. Under no 

circumstances is the seller liable for any consequential damage. 
 

 

Liability: 

 

The information provided is the result of our tests and experience and is 

of a general nature.  It does, however, involve no liability. 

It is the responsibility of the user to establish by his own tests whether the 

product is suitable for the application. 
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Misc.: 

 

In the absence of daylight the mastic can yellow.  

Not suitable for bitumen, PE-PTFE, PP, PC and PMMA. 

 

 

(*) If necessary apply joint backing. 


