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Product name: 

 

 

MAX PRO 21 All-Round (Colors) 

  

 

Product description: 

 

 

MAX PRO 21 All-Round is a permanently elastic adhesive and sealant 

based on MS polymer for professional use. 

 
 

 

Properties: 

 

 

 special formula (extra suitable for) NATURAL STONE   

 no staining or efflorescence 

 widely useable, good adhesion without primer on practically all and 

even damp (no water film) surfaces 

 silicone-, isocyanate- and solvent-free  

 good mould-resistance, chemical and weather resistance,               

low shrinkage, durable without blistering 

 non-corrosive on various materials, for internal and external use 

 high mechanical resistance, high movement absorption 

 easy to apply and odour-neutral 

 

 

Application: 

 

 

As adhesive: 

 

 

 

 

 for all standard connections in construction, 

inside and outside, on all building materials   

incl. NATURAL STONE 

 for bonding drain pipes, moulding, cable ducts, 

skirting, sheet material, hardboard, chipboard, 

ceiling panels, decorative and acoustic panels 
 

 

As sealant: 

 

 Bonding and sealing of brickwork, concrete, 

enamel, veneer, Formica, cellular concrete, 

plasterboard, glass, glass wool, hard PVC, 

wood, insulating materials, ceramics, ceramic 

tiles, cork, lead, MDF, metal, plywood, foam 

boards, polyester, porcelain, wood strips, 

mirrors, fibreboard, zinc, ALL NATURAL STONES 

 also CE marked for use in façade joints (and 

possibly sanitary joints in the future) 
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Packaging: 

 

 

Cartridges: 
 

 

290 ml 

 

Colours:  

 

 

B-2001 white 

B-2002 grey  

B-2003 black 

B-2004 brown 

B-2005 beige 

B-2006 RAL9001 - Sanitary White 
 

 

Outer boxes: 

 

 

20 tubes per box 

 

 

Technical information: 

 

 

MAX PRO 21 All-Round 

 

  

Consistency:  

Odour:  

Curing system: 

Max. movement allowance: 

Temperature resistance:  

Skin formation: 

Curing speed: 

Volume loss:  

Flow resistance: 

Extrudability: 

Elongation at break:  

Tensile strength:   

Modulus 100%: 

Density: 

Shore A hardness: 

Shelf life: 

 

Application temperature 

 

Certification  

 

 

elastic, pasty 

practically odourless 

by air humidity 

25% (depending on joint width) 

-40 °C to +100 °C 

approx. 15 mins. (at 20 °C/RH 50%) 

approx. 3 mm/24 hours (at 20 °C/RH 50%) 

< - 3 % (DIN 52451-PY) 

< 2mm (DIN 52454-ST-U26-23) 

> 100 g/min. (DIN52456 – 6 mm) 

400% (with 2 mm glue thickness) 

2.50 MPa (with 2 mm glue thickness) 

1.60 MPa (ISO37) 

1.5 g/ml 

55 ° (DIN53505, 4 weeks at +20 °C/RH 50%) 

min. 18 months in unopened tubes between +5 °C and  

+25 °C, providing stored cool and dry. 

+5 °C to +40 °C (environment, adhesive and surface) 

 

Isega 

EC1+R 

A+ 

 

CE conformity   

EN 15651-1 (F EXT-INT CC 12.5E) 
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Processing: 

 

  

Bonding: 

 

 

Surface: 

 The surface must be solid and sufficiently firm. 

 The materials to be bonded must be clean and free 

of dust and grease. 

 

Application:  

 After MAX PRO All-Round has been applied, 

immediately apply the part to be bonded on the 

surface.  

 The material can now still be adjusted. Then press 

firmly.  

 Preferably leave an adhesive layer thickness of 1 to 

2 mm.  

 

Drying time:  

 The connection can (in normal circumstances) be 

loaded after 24 hours.  
  

 

Sealing: 

 

Surface:  

 Joints must be clean, dry, solid and free of dust 

and grease.  

 Fill deep joints with backing foam. 

 

Application:  

 Inject MAX PRO 21 All-Round evenly in the joint 

and smooth.  

 
 

Adhesion:  

 

 

 MAX PRO 21 All-Round adheres (without primer) well to most 

surfaces. If, however, large temperature fluctuations and/or 

water loads make high requirements of adhesion, a primer can 

be advised in specific situations. 

 
 

Painting over: 

 

 

 Before painting, clean the mastic surface with   

MAX PRO 51 Power-Clean Spray 

 Can be painted over in conformity with DIN52452, part 4  

 Because of the large diversity of types of paint, we advise always 

testing beforehand. 

 The adhesion of the paint to the MAX PRO 21 All-Round partly 

depends on the composition of the paint. 

 Solvent-based and synthetic paints can dry considerably more 

slowly and not fully cure. 
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Cleaning: 

 

Non-cured adhesive: 
 

Cured adhesive: 
 

Hands: 

 
MAX PRO 51 Power-Clean Spray 
 

Mechanically 
 

MAX PRO 54 Ultra-Cleaning Tissues 

 

 

Remark: 

 

 

 in the absence of sunlight the mastic can discolour 

 unsuitable for bitumen, PE, PP, Teflon, PS, XPS, CXS and PMMA 

 

 

Safety and transport: 

 

 

See safety sheet 

 

Guarantee: 

 

 

 

D-MAX bvba guarantees that its product conforms with the 

specifications during the shelf life. Liability can never amount to more 

than determined in our general conditions of sale. Under no 

circumstances is the seller liable for any consequential damage. 

 

 

Liability: 

 

The information provided is the result of our tests and experience and 

is of a general nature.  It does, however, involve no liability. 

It is the responsibility of the user to establish by his own tests whether 

the product is suitable for the application. 

 

 


